Here we present preliminary results of the integration of two recently proposed vortex coronagraph (VC) concepts for on-axis telescopes on the Stellar Double Coronagraph (SDC) bench behind PALM-3000, the extreme adaptive optics system of the 200-inch Hale telescope of Palomar observatory. The multi-stage vortex coronagraph (MSVC) uses the ability of the vortex to move light in and out of apertures through multiple VC in series to restore the nominal attenuation capability of the charge 2 vortex regardless of the aperture obscurations. The ring-apodized vortex coronagraph (RAVC) is a one-stage apodizer exploiting the VC Lyot-plane amplitude distribution in order to perfectly null the diffraction from any central obscuration size, and for any vortex topological charge. The RAVC is thus a simple concept that makes the VC immune to diffraction effects of the secondary mirror. It combines a vortex phase mask in the image plane with a single pupil-based amplitude ring apodizer, tailor-made to exploit the unique convolution properties of the VC at the Lyot-stop plane. The prototype apodizer uses the same microdot technology that was used to manufacture the apodized pupil Lyot coronagraph (APLC) equipping SPHERE, GPI and P1640.
INTRODUCTION
The vortex coronagraph (VC, see, e.g. Ref. 1) is the most advanced coronagraph currently in operation.
2-4
The VC offers small inner working angle (IWA), down to the diffraction limit (0.9λ/D), 360
• off-axis discovery space, high throughput, achromaticity, operational simplicity, and compatibility with existing classical Lyot coronagraph layouts. It has also recently demonstrated better than 10 −9 raw contrast levels in the visible on the High Contrast Imaging Testbed (HCIT) at the Jet Propulsion Laboratory.
3, 5 The VC has been installed or will be installed in high-contrast imaging instruments of many 5-10 m class telescopes. Since it opens a new parameter space at small separations, it has enabled recent scientific results at Palomar in the H and K bands, [6] [7] [8] [9] and at the Very Large Telescope in the L' band. 4, 10, 11 It is currently being implemented on SCExAO at Subaru (Singh et al. 2014, these proceedings) and on LMIRCAM at the Large Binocular Telescope (Defrère et al. 2014, these proceedings).
As with all other coronagraphs, the VC is sensitive to the aperture geometry, particularly to secondary obscurations. 12, 13 This sensitivity stems from the fact that a vortex phase ramp in the focal plane of a telescope always diffracts light to the outer regions of circularly symmetric pupil intensity discontinuities. Thus, as expected, a single vortex will move light outside of the secondary obscuration and support structures, right into the primary pupil image. The subsequent contrast degradation is proportional to the obscured area (r 0 /R) 2 , with r 0 and R being the radii of the central obscuration and primary mirror, respectively.
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In 2011 we proposed a multi-vortex method 13 that reduces this residual light leakage to (r 0 /R) 2n (n being the number of vortices) without sacrificing throughput. This method enables high contrasts to be reached even with an on-axis telescope, but at the cost of increased optical complexity. More recently, we presented a potentially simpler concept.
14, 15 The ring-apodized vortex coronagraph (RAVC) is based on the superposition principle and the vortex properties of moving light in and out of circular apertures. Its principle relies on modulating the entrance pupil with one (or a set of) concentric ring(s) of well chosen size(s) and transmittance(s), in order to yield perfect cancellation of on-axis sources at the Lyot stop level, at the cost of overall throughput (Fogarty et al. 2014, these proceedings, introduced quasi-lossless solutions using remapping techniques). In Ref. 14, we showed that perfect solutions can be found for any topological charge.
STELLAR DOUBLE CORONAGRAPH
The Stellar Double Coronagraph (SDC, PI: E. Serabyn) consists of two stages of relay optics between PALM-3000, the Palomar extreme adaptive optics system (R. Dekany et al. 2014, these proceedings) and PHARO, the near-infrared cryogenic imager and spectrograph of the 200-inch Hale telescope. This coronagraph bench features two focal planes and two pupil planes, and can intrinsically accommodate a wide range of coronagraph combinations (vortex, shaped pupil, hybrid Lyot, nextgen apodized Lyot as presented by N'Diaye et al. 2014, these proceedings, etc.) without reconfiguration, and has built-in pupil and image stabilization (image and pupil tracker, and plans for a low-order and high-order wavefront sensor 16 ).
The purpose of the SDC is on-sky proof-testing of advanced coronagraphic, wavefront sensing and detector technologies (e.g. MKIDS, see Meeker et al. 2014, these proceedings) in an operational environment (which cannot be simulated). It builds on a bottom-up system-level approach which is critical to future high contrast imaging coronagraphic instruments (for Keck, TMT, and space-based coronagraphs). One crucial feature of the SDC is to enable rich and exciting science while being a fantastic learning experience for the next-generation of coronagraphists.
DESIGN, MANUFACTURING, AND VERIFICATION OF THE FIRST RING APODIZER PROTOTYPE
Given the simplicity of the ring apodized masks, and their discrete levels of transmittance, their manufacturing should be straightforward and one can envision using either microdot or optical coating technologies. Here we focus on the well-proven microdot technology, which has been used to fabricate the SPHERE and GPI Apodized Pupil Lyot Coronagraphs.
Design of the apodizer
The microdot technology, which is well mastered, uses a halftone-dot process, where the relative density of a binary array of pixels (transmission of 0 or 1 at the micron level) is calculated to obtain the required local transmission (here uniform within the rings). The manufacturing of current apodized pupil Lyot coronagraphs 17, 18 for SPHERE 19 and GPI 20 uses the microdot technology, 21, 22 and the band-limited coronagraphs of NIRCAM soon to fly aboard JWST have also made use of a similar technique. 23 The demonstrated advantages of microdot apodizers are numerous: 1%-level accuracy on the transmission profile, achromatic in phase and amplitude, and compatibility with a wide range of substrate materials and anti-reflective coatings. Spatial phase distortions are in principle absent, 21, 22 but careful control will be necessary for the RAVC. Indeed, the perfect superposition of the fields originating from the central obscuration and the ring(s) requires a uniform phase across the apodizer area.
We conducted a trade-off study to determine the optimal dot size for the RAVC apodizer. The dots need to be small enough so as to mitigate diffraction and discretization effects 21, 22 but large enough to prevent resonant highly non-linear vectorial diffraction effects. The trade-off therefore boils down to finding the minimum dot size possible before non-scalar diffraction effects kick in. For that, we used the Rigorous Couple Wave Analysis as in Ref. 1, assuming a two-dimensional grating made out of metal (here Al) and air, with a 45% filling factor (which corresponds roughly to the design specification of our apodizer). Fig. 2 clearly show that the transmission stabilizes out of resonant effects for dot sizes bigger than 4 − 5 the wavelength of impinging light. For this we choose a conservative dot size of 10 µm. Our apodizer is therefore designed for H and K-band use.
We used the error diffusion algorithm for the spatial distribution of the dots. Error diffusion is a well-known half toning technique generating so-called "blue noise" (localized in the frequency space), which follows the following laws: 
Diffracted intensity equals to (1
P is the pupil size, and s the dot size. We verified this analytical laws using the Matrix Fourier Transform (MFT), using 8k x 8k entrance pupil array, with 2 pixel per dot, and so a P s ratio similar to our design choice. We found that the residual contrast level peaks at 1 × 10 −8 , which is consistent with the analytical solution.
Manufacturing of the apodizer prototype
The ring apodizer was manufactured by Photo Sciences, Inc. Its outer diameter is 21.1 mm. The microdot pattern was entirely specified using the error diffusion algorithm (Fig. 3) . The microdot are made out of protected Al, deposited on a CaF 2 window, anti-reflective coated with R < 0.3% from 1.45 µm to 2.45 µm (H and K bands).
Verification
The ring apodizer was visually inspected for defects, and put under interferometric test (Fig. 4) . There is a clear phase step of 20 nm between the grey and clear rings. We calculated that this phase error is not significant for our infrared application, but would be for future potential use in the visible. This artifact from the microdot technology was not expected and is under investigation.
PRELIMINARY RESULTS BEHIND PALM-3000
The SDC has seen its first light on the Hale Telescope in the spring of 2014. The initial observing time was dedicated to fine alignment, optimization of operating modes and early science. Here we only present and discuss preliminary validation tests for the double and ring-apodized vortex coronagraphs. Details of the instrument and first scientific results will be the subjects of forthcoming publications.
Double vortex preliminary results
Using the white light stimulus of PALM-3000, we took a series of closed loop images in the K band. Fig. 5 (left) shows the images from our series of measurements, off the vortex centers, with the first vortex aligned, and the second one in the beam as well (from left to right). The total starlight suppression we measured within a radius of 4λ/D (to maximize SNR) is in agreement with theoretical expectations 14 and previous laboratory (Fig. 5, right) .
One remarkable feature of the double vortex is the flatness of the residual field at the output pupil of the second vortex, which is a scaled down version of the entrance pupil.
14 This copy of the entrance field should also produce a scaled down version of the entrance PSF, which is what we observe (see Fig. 5 , left and right images).
RAVC proof of concept
We examined the pupil intensity distribution after the SDC charge 2 RAVC, and compared it to our ideal model using a pure vortex. The agreement is qualitatively good, experimentally validating the RAVC concept for the first time (see Fig. 6 ). Discrepancies can be noted however. We had to remove a αr 2 term first (likely focus), which is not surprising and will be optimized in subsequent tests. Second, there is a drop in expected intensity diffracted outside the pupil (outside of R, so covered by the Lyot stop), which is due to the opaque dot covering the center of our vortex devices. Figure 6 . Comparison between the analytical RAVC model for a pure charge 2 vortex and the very first data obtained on the SDC. The match between the model and the data is qualitatively good, even though discrepancies can be noted (see text for details). Following the notation introduced in Ref. 14, we have r0, the radius of the central obscuration, r1 the radius of the first apodizer ring, and R the radius of the pupil.
CONCLUSIONS AND PERSPECTIVES
We presented preliminary results of the double-stage, and ring-apodized vortex coronagraphs on the Stellar Double Coronagraph of Palomar. Both concepts were originally introduced to solve the sensitivity of the vortex coronagraph to central obscuration, a particularly limiting factor to the use of vortex coronagraph on the 200-inch Hale telescope at Palomar observatory, which has a 36% central obscuration. In this paper, we experimentally demonstrated the validity of both concepts in an operational environment.
The future of the SDC will focus on performance optimization, and the integration of innovative speckle and low-order wavefront sensing techniques, 16 and of course science operations.
